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ALTERNATE #1

FABRIC = AMOCO 4535
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1. CONTRACTOR TO LEGALLY DISPOSE OF OFF

18" MIN

-— SITE ALL EXISTING ASPHALT, ROCK, AND
MATERIAL REMOVED.

PPST SPACED _.
/6 o-C. 2. CONDUCT DEMOLITION AND CONSTRUCTION
ACTIVITIES IN SUCH A MANNER TO PROVIDE
MINIMAL TRAFFIC DISRUPTIONS.

z } 3. ALL EXISTING UTILITIES TO STAY IN SERVICE
z Z DURING CONSTRUCTION. COORDINATE WITH
/ % OWNER.
EX. SUBGRADE (] 4. ALL DIMENSIONS ARE TO THE EDGE OF

PAVEMENT OR THE BACK OF CURB.
S. FIELD VERIFY ALL DIMENSIONS ON THE SITE

@ SEDIMENT CONTROL FENCE

PRIOR TO CONSTRUCTION AND IDENTIFY
DISCREPANCIES TO THE ENGINEER.

6. PROVIDE POSITIVE DRAINAGE IN ALL AREAS

WITHOUT PONDING AFTER INSTALLATION OF
NEW ASPHALT. CONTRACTOR TO TEST AND
CORRECT ANY “BIRD BATH” CONDITIONS.

@

D

N
——

I : I

e /. CONTRACTOR TO COMPLY WITH ALL LOCAL
)7 AND STATE LAWS AND REGULATIONS.
PENNSyy VAN, CONRETE cupp 8. NOTIFY ALL UTILITIES 72 HOURS PRIOR TO
A AVE SAW CUT EXISTING. CONSTRUCTION START TO VERIFY UTILITIES
/e
TACK COAT (TYP) SEE-||:||"?LEOI:_|—L|{|LLS|DES THAT MlGHT BE PRESENT ON SlTE
e, 2 9 Z 0 / .7 4 9. CAUTION!!  THERE MAY BE EXISTING
T T A . ASPHALTIC CONCRETE 7 UNDERGROUND UTILITIES OF WHICH THERE IS
4 * o e 00 i NO ABOVE GROUND EVIDENCE OBSERVED.
T 7 X 0 Oy 2 S o o
8 v v v v v 40 D6 e i 1 COMPACTION EXACT LOCATION OR UTILITIES SHALL BE
AN RN M Ay VERIFIED BY THE CONTRACTOR PRIOR TO
¥ AN Y~y G v CONSTRUCTION CALL PENNSYLVANIA ONE
273 \\\v v v v v v v v /Pw‘qe;t;x vl W v % v 47“/5\4/) CALL . DlAl_ 811
Y T T e R L O CONCRTE G 1'=0"_MAX. 1'-0" MAX. '
’ N v v v v v v v v v v v v v v v g [305mm] [305mm]
B y 15.76'[,] . - v iz ER6E BTARCEKNF?FL
BUILDING ADDITION ‘
\ - © @ (0  ASPHALT REMOVAL AND REPAIR OO
5.5 X 7.33’ STOOP o
e (2) CONCRETE SIDEWALK Y
T 4-0" MAX. @ (3  SEEDING AL
L [1219mm]
— . (4 SAW CUT PAVEMENT
, [ 1 @ FOR TRENCH WIDTHS EXCEEDING 4’ [1219mm] REFER TO VA (6 CONCRETE CURB
25.26' STANDARD DETAIL 32 12 16—02 *TYPE 2 UTILITY TRENCH PATCH”.
Z sl E b§§ FOR TRENCH WHERE PORTLAND CEMENT CONCRETE (PCC) PAVEMENT CONCRETE WALL
% AL Eg% EXISTS, REFER TO 32 12 16—03 "TYPE 3 UTILITY TRENCH PATCH”". (& (SEE STRUCTURAL PLANS
I S 16
= e " [d 2" [50mm] MINIMUM OR THICKNESS OF EXISTING PAVEMENT FOR DESIGN)
NP WHICHEVER IS GREATER. ,
ST © (7> 2" WIDE STONE DRAINAGE BED
& N B BITUMINOUS SURFACE TREATMENT (CHIPSEAL) REQUIRED ONLY FOR
@Y\H LONGITUDINAL TRENCHES WITH WIDTHS GREATER THAN 6’ [1829mm]. ADA RAMP AND SIDEWALK
@® 0) l._'" @ 4" [100mm] MINIMUM ABC OR THICKNESS OF EXISTING GRANULAR (SEE ARCHITECTURAL & STRUCTURAL
(&) | BASE COURSE MATERIALS (E.G. ABC & SELECT MATERIAL) WHICHEVER FOR DIMENSIONING AND DETAILS)
A IS GREATER.
/ REFER TO VA STANDARD DETAIL 32 12 16—04 "UTILITY TRENCH (9» REMOVE AND REINSTALL SIGN
~ (8) - PAVEMENT PATCH NOTES” FOR ADDITIONAL INFORMATION.
O/VC};: . 4
3 r— — REMOVE AND REINSTALL STAIRS
U |, 5 TYPE 1 UTILITY TRENCH PATCH
> @ —a ] 5 TS (D SILT SACK INLET PROTECTION
O é\/l//,% 1-_4 /\
@%w - . {® SEDIMENT CONTROL FENCE
4.4 "‘A 4/04?}54 o\
“Ue - E) SAWCUT AND REMOVE CURB &
TOP OF PAVEMENT FOR NEW SIDEWALK
o MASSACHUSETTS LANE :CURB
o CHAIN LINK CONSTRUCTION
° FENCE, 7 FT
i o _ CONCRETE CURB w ., NQ
- S 3/47 R. PAVEMENT g 70 ) EXISTING STRIPING TO BE
“ . U9mm]\ 4% REMOVED BY GRINDING, RESTRIPE
9 PER THE VA'S COR DIRECTION
SEE ARCHITECTURAL PLANS
\\ FOR STAIR DETAILS
Z[€ DESIGN END OF CURB _” 1/2" [13mm]
=fs BITUMINOUS
2|0 CONCRETE CURB TERMINAL SECTION JOINT FILLER
NOTES:
1. ALL CONCRETE CURBS AND TRANSITIONS, SHALL HAVE
A MINIMUM COMPRESSIVE STRENGTH OF 2,500 PSI.
2. MAXIMUM SPACING ON SCORED JOINTS SHALL BE 15’
[4572mm], NOTE: EXISTING UTILITY INFORMATION
60" MAX. 60’ MAX. :
[18288mm] [18288mm] 1'§'A19rEFF§B ﬁg\/j&%&& 1/2” [13mm] THICK EXPANSION JOINTS SHALL BE SHOWN ON PLAN WAS DERIVED FROM
17 [25mm] = 1/4” [6mm] R. 1/4” [6mm] EXPANSION JOINT TO EXPANSION JOINT EXPANSION JOINT TO EXPANSION JOINT WIDTH LOCATED AT TANGENT POINTS IN CURB RETURNS, A COMBINATION OF SURVEY AND
SCORED OR SAWCUT | [ (TYP.) FORMED [ DEEP SCORED SEE NOTE 7 2z . NTERVALS,  EXPANSION MATERAL SLALL ALSG B EXISTING DRAWINGS. CONTRACTOR TO
CONTRACTION JOINT. w |6 JOINTS ONLY JOINTS [152mm " ; :
L, (TYP) Qlx 2" [51mm] R. PLACED BETWEEN CURBS AND ADJACENT STRUCTURES,
1.7 — —— /_ SIDEWALKS, DRIVEWAYS AND CURB ACCESS RAMPS. FIELD VERIFY ALL RELEVANT UTILITY
ol € THE 1/2" [13 JOINT FILLER SHALL EXTEND THE
= E|E < 3 FULL D/EPTI—[| o?r%]{ CONCRETE. LOCATIONS.
- o — — N
/ ~+ | * 1.5" HA. SURFACE : g: s Ez 4. CONCRETE SHALL BE FINISHED WITH A STEEL TROWEL
/ L - e 5 |88 28 e DR oF G 6 oL W SR oL KUINE SURVEYING | L aED B
LSS 8" EXPANSION JOINT WITH TOP OF CuRe 23 — D= |32 ' HOWELL KLINE SURVEYING, LLC
» PLAN 00 -0-0-0-0-0-0-0-0-0-0-0-0-0 ’ .
CONCRETE 1/4 [6mm] BITUMINOUS NOTES: * 5. SINGLE CURB MAY BE CONSTRUCTED BY THE USE OF
1. EXPANSION JOINTS SHALL BE LOCATED WHERE SIDEWALK ABUTS CONCRETE DRIVEWAYS, CURB * 6" COMPACT AGGREGATE 9 1/2" FORMS OR MAY BE SLIP FORMED.
EXPANSION AND SCORED JOINT DETAIL OR OTHER ADJACENT STRUCTURES. BASE NO. 53 H=DESIGN REVEAL 1247 rmm] 5. ALL EXPOSED EDGES AND HAND TOOLED JOINTS SHALL
, 2. ONE—HALF INCH BITUMINOUS JOINT FILLER SHALL BE INSTALLED AT EXPANSION JOINT % R R <o JE. NOTE 7 BE FINISHED WITH A TOOL HAVING A 1/4” [6mm]
LS pas g0 s AD STl S T FLL OEFT o T CNSRTe A Y . ittt
10.5" MAX. % 254
~ [3200mm] 3. 1”7 DEEP CONTRACTION JOINTS SHALL BE PLACED AT INTERVALS OF APPROXIMATELY 15’ (\\{\\-\/\\\/\\<\\/\%/\/\\/ WELL DRANED SUBGRADE [NOT? rg] PLANS.
IME \G.. [4572mm] OR AT A SPACING THAT MATCHES THE ADJACENT CURB. CONCRETE VERTICAL CURB 7. FOR REVEALS OF 6” [152mm] TO LESS THAN 8"
:‘T.f"""'—--xmﬁ 4.  FORMED CONTRACTION JOINTS SHALL BE FINISHED WITH A TOOL HAVING A 1/4" [6mm] RADIUS. [203mm].
Q@ 1% MIN. z : 5 _______ - 5. SCORED JOINTS SHALL BE 1/4” [6mm] DEEP AND PLACED AT THE SPACING INDICATED FOR " PER PENNDOT SPECIFICATIONS MOST CURRENT EDITION 8. FOR REVEALS OF 8" [203mm] TO 10" [254mm]. , ,
2% MAX. 1S 5 THE WIDTH OF SIDEWALK OR MATCH SCORED JOINTS OF ADJACENT CURB. 0 20 40
N 1% U el 5. CONCRETE SHALL BE FINISHED BY MEANS OF A FLOAT, STEEL TROWELLED AND BROOMED WITH FULL DEPTH ASPHALT PAVEMENT DETAIL 5 )\ CONCRETE CURB AND TERMINAL SECTION —_—
° ' TYPICAL SECTION A FINE BRUSH IN A TRANSVERSE DIRECTION. 4 NTS
NTS
7. 1/4” DEEP SCORED JOINTS (TYP) SPACED AT 6’ [1829mm] OR EQUAL TO SIDEWALK WIDTH.
3 CONCRETE SIDEWALK FULLY SPRINKLERED
[9SUED FOR BID
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